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Tube

Open the pump by turning counter clockwise, make sure to insert the tube into the V aperture, 
and close the pump by turning clockwise.

Non-sterile Person:

NOTE:  Irrigation flow differs according to which section of the  
 tube is inserted to the pump. Insert the spike into the irrigation solution.

Cannulated AO module Sterile Person:

Assemble the Handpiece

1. Ensure the twist lock on the handpiece is open (white 
line should be aligned with the opened lock symbol).

2. Attach the module to the handpiece by aligning both 
sides lines.

3. Rotate the twist lock to lock the module in place 
(white line should be aligned with the closed lock 
symbol).

4. Insert the cannulated/standard AO drill bit.
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4 insert drill bit

Hold down

Insert the ring. Adjust the ring position.

Align the tube and fix it to the ring. Turn to unlock the chuck 
mechanism and insert the burr.

Insert the irrigation clip.

Turn to lock the chuck mechanism.

P65-001-0008-SK
MIS Irrigation Kit RS
(Optional)
Installation Sterile Person:
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Operation
• Temperature: 10℃~25℃
• Relative Humidity: 30%~75%RH
• Atmospheric Pressure: 80kPa ~106kPa
• Altitude limit: 2,000 meters

Transportation and Storage
• Temperature: -10℃~+40℃
• Relative Humidity: 15%~75%RH
• Atmospheric Pressure: 80kPa ~106kPa
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Duty Cycle
• MIS RS Module

Continuous operation with intermittent loading.
(max. 30 seconds ON then 30 seconds OFF for 5
consecutive cycles)

• Automatic K-Wire Module
Continuous operation with intermittent loading.
(max. 30 seconds ON then 10 seconds OFF 
for 20 consecutive cycles)

• Cannulated AO Module
Continuous operation with intermittent loading.
(30 seconds ON then 30 seconds OFF for 5
consecutive cycles)

Disposal
• Detach all power sources before disposal.

• Dispose of all single use components, as appropriate, 
immediately after use.

• Ensure that the device is disposed of safely and in 
accordance with all current national and international waste 
disposal directives. Please contact the local authorities 
responsible for waste disposal if questions arise.

Specifications 
• MIS Handpiece

24V DC Brushless Motor
• MIS RS Module

Round shank bit module connector
• Cannulated AO Module

AO bit module connector
• Automatic K-Wire Module

Diameter capacity: 0.9~2.3 mm

Shelf Life
3 years

P65-001-0011-SK Product code : SP-002-1 | Product name : Bone Drill Date of issue:2026-04-01

MIS Module Automatic K-Wire Cannulated AO

10,000 RPM 1,500 RPM 1,500 RPM
0.237 Nm 1,577 Nm 1,577 Nm

8,000 RPM 1,200 RPM 1,200 RPM
0,189 Nm 1,261 Nm 1,261 Nm

6,000 RPM 900 RPM 900 RPM
0,142 Nm 0,946 Nm 0,946 Nm

Port in White 
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Torque

HIGH

MEDIUM

LOW

MedNet EC-REP GmbH
Borkstrasse 10, 48163
Muenster, Germany

Medimap Ltd
2 The Drift, Suffolk, 
Thurston, IP31 3RT, 
United Kingdom

miCUTec AG
Chamerstrasse 172, 
6300 Zug, Switzerland
Tel. +41 41 740 24 66

REPCHREPEU RPUK

Dongguan Kaiser Technology Co., Ltd.
No.6, 2nd Road, Sanjiang Industrial Block, 
Hengli Town, Dongguan City, 523462 
Guangdong P.R.China

Paragon 28 UK Limited
7 Meadway Court
Stevenage, Hertfordshire
SG1 2EF

miCUTec AG
Chamerstrasse 172,
6300 Zug, Switzerland

Paragon 28 Inc.
14445 Grasslands Drive
ENGLEWOOD CO
80112 USA

Paragon 28
Block 7, Beckett Way
Park West Business Park
Dublin 12, D12 X884
IRELAND

Labeling Symbols

Refer to instruction manual/booklet

General warning sign / Caution

Do not reuse

Do not use if package is damaged

Keep Dry

Sterilized using ethylene oxide

Catalog number

Batch code

Do not resterilize

Distributor

Importer

Complies with EU directives

Manufacturer

Authorized representative in the
European Community

Swiss Authorised Representative

UK Responsible Person

Use by date

BF Type

Date of manufacture

Medical Device

REPCH

REPEU

RPUK

Federal law (USA) restricts this device to sale by or on the order
of a physician or properly licensed practitioner

Single sterile barrier system

Single sterile barrier system
with protective packaging outside

Single sterile barrier system with 
protective packaging outside, 
enclosed in a carton.

Humidity limitation

Atmospheric pressure limitation

Temperature limit

Unique Device Identifier


